
K1 SERIES MULTI-MONITOR ARRAYS
K1C330 SPECIFICATIONS

K1C330 Triple Array Monitor Arm
Maximize productivity with Chief’s new ergonomic, triple array monitor arm. Available in three finish options.

*Shown with KRA300S Laptop 
Tray Accessory.

• Best-in-class weight capacity range

• Sleek, solidly-constructed forged aluminum arms 

• Patented Centris™ Extreme Tilt provides effortless 

adjustment, for optimal viewing comfort whether 

sitting or standing

• Dynamic height adjustment using smooth motion 

gas-spring technology combined with manual 

height adjustment on the column for a total range 

of 20" (508 mm)

• 3-step installation and quick-release monitor 

interface for easy mounting and maintenance, 

with included tool storage in the updated base

Model Weight 
Capacity Tilt Total Height 

Adjustment
Dynamic Height 

Adjustment

Manual, On-
Column Height 

Adjustment
Finish

K1C330S

5-20 lbs 
(2.3-9.07 kg) +75°, -10° 20" 

(508 mm)
13" 

(330 mm) 7" (178 mm)

Silver

K1C330B Black

K1C330W White

• Easily clamps to edge of desk, through standard 

grommet hole, or through bolt hole with 

included kit

• Tool-free cable management covers for a clean, 

professional look

• With high levels of recycled content & a highly-

recyclable design, Chief Kontour™ monitor 

arms contribute to valuable LEED-CI, -NC, and 

-EB credits
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K1 SERIES MULTI-MONITOR ARRAYS
K1C420 SPECIFICATIONS

K1C420 Quad Array Monitor Arm
Exceptional flexibility and a best-in-class weight capacity make the K1C420 a highly functional solution.

• Best-in-class weight capacity range

• Sleek, solidly-constructed forged aluminum arms 

• Patented Centris™ Extreme Tilt provides effortless 

adjustment, for optimal viewing comfort whether 

sitting or standing

• Dynamic height adjustment using smooth 

motion gas-spring technology for a range of 13" 

(330 mm)

• 3-step installation and quick-release monitor 

interface for easy mounting and maintenance, 

with included tool storage in the updated base

Model Weight Capacity Tilt Dynamic Height 
Adjustment Finish

K1C420S

5-20 lbs 
(2.3-9.07 kg) +75°, -10° 13" 

(330 mm)

Silver

K1C420B Black

K1C420W White

• Easily clamps to edge of desk, through standard 

grommet hole, or through bolt hole with 

included kit

• Tool-free cable management covers for a clean, 

professional look

• With high levels of recycled content & a highly-

recyclable design, Chief Kontour™ monitor 

arms contribute to valuable LEED-CI, -NC, and 

-EB credits


